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0.58mm thick Corrugated roof sheeting fixed to GMS 
Steel purlins 125x50mm on 152x75mm GMS I-Beam 
refer to structural engineers specifications  150mm wide x155mm deep seamless steel box 

gutter fixed to GMS Steel purlins 125x50mm with 
downpipe according to manufactures specification.

750 x 250mm re-inforced concrete 
foundation to structural engineers 

specifications 

52x75mm GMS I-Beam refer to 
structural engineers specifications 

dpc dpc

100mm thick R.C. slab on 0.365mm polyolefin dpc 
with minimum 150mm overlaps and sealed with 

pressure sensitive tape on 30mm sand blinding on 
well compacted poisoned fill

220x75mm Red Ronan face brick according 
to manufactures specification.

Plaster and paint
(Wall and all plascon or 

equally approved)
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AREA SCHEDULE  :
NETT SITE AREA GROSS SITE AREA

PERMISSABLE EXISTING PROPOSED TOTAL

PROPOSED COVERAGE   (Ground)                                                                                     112m²                            112m²                                                                        

TOTAL AREA                                                                                                                                112m²

AREA OF PROPERTY:         2560m²

COVERAGE                                                            30%                                                                                                 04%
              
FAR                                                                                                                                                                                  0.043                                 
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PRELIMINARY DRAWINGS - PLAN,

SECTION & ELEVATIONS

A101

K.BRANDT

1 : 100

Ground Floor Plan

1 : 500

Site Development Plan 1 : 50

Section A-A

1 : 100

East Elevation
1 : 100

North Elevation

1 : 100

South Elevation
1 : 100

West Elevation

1 : 50

Section B-B

1 : 25

Partwall Section - 1
Refer to ironmongery schedule

900 x 2100mm powder coated galvanized 
steel door to manufacture's 
specifications,vandal proof.
COLOUR: battleship grey

NA

Refer to ironmongery schedule

1010 x 2100mm powder coated 
galvanized steel door to manufacture's 
specifications,vandal proof.
COLOUR: battleship grey

Safety glazing as per NBR

03D0219D01

Refer to ironmongery schedule

1200 x 2000mm powder coated galvanized 
steel gate with to manufacture's 
specifications
COLOUR: battleship grey

Gate to be installed with payslot mechanism 
as per manufacture's specifications

Safety glazing as per NBR

04G01

Refer to ironmongery schedule

400mm x 400mm Trox
Technik Weather Resistant
Louver (Type AWK)
COLOUR: battleship grey

Safety glazing as per NBR

20L01
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1800x600mm Powder coated aluminmium window, tophung 2-
opening panel window to manufacturer's specification. Colour: 
BATTLESHIP GREY. 

4mm Low-E Smartglass Clearvue Float OR EQUALLY APPROVED, 
fitted to manufacturer's specifications. Ablutions to be obscure 
glazing. Pacific pattern

Highly durable window stays & handles to Manufacturer's specification. 
Highly durable window hinges from Assa Abloy OR EQUALLY APPROVED. 
Window must comply with SANS 1263 Part 1, 2 & 3, with name of the 
Manufacturer permanently marked on each sheet visible after glazing, 
glazed in accordance NBR N Schedule 1 SABS 0137 
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